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Drill/Driver Level Tape Measure Screw Driver Hammer Lead Pencil

Tools Needed

Hardware Included With This Order

CAUTION

Bracket
(Lower Part)

(Qty -2)

Bracket
(Upper Part)

(Qty -2)

Anchor
(Qty - 4/6)

Screw
(Qty - 4/6)

Congratulations on the purchase of your new Shelf Bracket We’ve made it very easy to 
install. Follow all instructions carefully.

Please read every step in the instructions before you begin installation. You are respon-
sible for assembling, installing and taking care of your Shelf Bracket according to the
instructions.
Users who fail to heed the instructions run the risk of injury, so please be careful and 
work with caution.
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Use a level and make
two marks with a pencil
at points one-half of the
length of the shelf, such
as 7 inches from the
corner on each side of
the wall.
example: (14”x ½ = 7”)

Line the upper part of
one bracket on the wall
at the point you marked
with pencil. Make a mark
for the bracket’s hole. 

Zoom View

Zoom View

Zoom View

Drill a hole at this spot
with an automatic drill.

Insert the anchor into
the hole and press it in
with a hammer.

Measure Tape

Bracket 
Upper Part
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Congratulations!
You have successfully installed

your Brackets.
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Zoom View

Zoom View

Zoom View

Check the line
with a level.

With a screwdriver,
tighten a screw into the
lower part of the bracket
to secure it to the wall.

Repeat this process for
the other bracket.

Hold the top of the
bracket at the wall.

Screw a screw through
the bracket hole into
the anchor, tightening
with a drill.

Level


